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Siemens Enterprise Communications S.p.A.

SEC M&LC1 TS - Technical Support
	Service Information
	HiPath 3000


Num. progr.:
087
Release:
HW
(
SW (

In generale (
Sistema:
HiPath 3000
Tipo:
HiPath 3800/37x0/35x0/33x0
Versione:
V6.0
Oggetto: Versione Software HE620.06.545, HiPath 3000 V6.0 - Lista Compatibilità

	Sistemi V6.0:


	HiPath 3300, 3350, 3500, 3550, 3700, 3750

	Codice:


	P30152-P1205-P1-14 (=SMR-07)   HiPath (64/128MB MMC)

	Binder
	HE620S.07.545
	

	Nome file
	Lunghezza file
	Checksum

	sl07545a.fst
	5242880
	DB05

	sl07545m.mmc
	5550592
	3D90

	sl07545d.fli 
	5242880
	D77B


	Sistema V6.0:


	HiPath 3800

	Codice:
	P30152-P1205-P2-11 (=SMR-07) HiPath 3800 (64/128MB MMC)


	Binder
	HE620P.07.545
	

	Nome file
	Lunghezza file
	Checksum

	pl07545a.fst 
	5242880
	253F

	pl07545m.mmc 
	5550592
	268A

	pl07545d.fli

	5242880
	2E4F


Security Policy (Microsoft related)

Approvato per i seguenti sistemi operativi:

	
	
	Versione

	Microsoft
	Windows 2000 Server
	SP 2 e SP3

	Microsoft
	Windows 2003 Server
	tutte


Compatibilità Hardware e Software

Revisioni Hardware supportate:

	Modulo
	Descrizione
	Revisione di prodotto

	CBCPR
	Modulo CB per HiPath 3700/3750
	S30810-Q2936-X-J2

	CBCC
	Modulo CB per HiPath 3350/3550
	S30810-Q2935-A301-D1/E1

	CBRC 
	Modulo CB per HiPath 3300/3500
	S30810-Q2935-Z301-C1/D1

	CBSAP
	Modulo CB per HiPath 3800
	S30810-Q2314-X-*


Revisioni Software supportate *):

	Revisione di Prodotto
	Codice
	Versione

	Siemens HiPath 3000 Manager E
	P30152-P1205-P3-7
	HA620B.50.110

	Siemens HiPath 3000 Manager C
	P30152-P1205-P4-7
	HA620B.50.110

	DB Feature Server
	P30152-P1205-P16-7
	HV620B.50.110

	HiPath 5000 RSM Image
	P50038-P1050-A1-12
	HiP5000SMR12.zip

	HiPath HG 1500 V6.0
	P30152-P1205-P7-05
	HI-G15.66.002

	HiPath HG 1500 V6.0 for STMI2
	P30152-P1205-P9-05
	HI-G15.T6.002

	OptiClient Attendant
	P50038-P1507-A7-6
	Version 7.0.6

	OptiClient 130
	P30152-P1149-A2-4
	Version 5.1.141.0000

	OptiPoint 400
	
	V.5.1.18

	OptiPoint 410
	
	V 5.1.32

	OptiPoint 420
	
	V 5.1.32

	OptiPoint 600 (UP0)

Optipoint 600 IP
	
	V 2.7.15

V 5.1.31

	Tapi 120
	P30370-P270-A-14
	2.0.51.0000

	Tapi 170
	P30370-P271-A-20
	2.0.51.0000

	PCM
	
	Build 2.0.09.0000

	IVM V2.0
	P50038-P0101-A2-04
	HE200V.03.205

	EVM
	P30152-P1159-P1-11
	V. 7.39


*) Le edizioni di prodotti e software per i componenti aggiuntivi menzionati nelle tabelle sopra riportate devono essere visti come una lista di prodotti testati definitivamente. Vi sono altre edizioni di prodotti e software che possono essere connessi. Per i suddetti prodotti si deve fare riferimento ai relativi documenti di rilascio.

Problemi risolti:
	Only 1 station ring if EVM transfers to a mulap

	Sporadically no calling party at cmi-phones

	No Payload after second call

	Intermittently EVM card cannot be reached

	No shift of "voice recording" to other stations

	CMI - BS4 basestation with noises

	Sometimes DSS key led on and stn in idle

	System freezing after call charge transfer

	System reset if connected over SNMP

	EVM-Wrong annoucement in case of diverting call

	Silent monitoring agent cannot transfer calls

	Trunk Flash feature doesn't work on HiPath3800.

	Outgoing calls are not routed to the ISDN trunk.

	Calls are lost in UCD queue

	After knocking no Payload

	No audible signal if Singelsteptransfer to ext.

	No speechpath on CF RNA of a busy group

	"suppress call ID" does not work correctly

	Sporadic. no payload if incoming call is answer

	CSTA3: ReconnectCall_3: Unexpected Retrieved

	CSTA3: ReconnectCall_3: Unexpected Retrieved

	CSTA3: VS: wrong/no Conferenced Event

	CSTA3: VS: HFA - no further deflect

	During camp on, first call was disconnected

	After some houers the Actuators stopped working

	Failed Event after CC

	Call answer, spor. display "not possible"

	FP-restart due to administration of PCS

	Second call from Attp not possible at once

	Call to stn with Ext CFW ring doesn't stop.

	Extension blockage

	Call diversion after "camp on" cut exiting call.

	Crash of H3800 with B 16-14

	Extension blockage after speed dial

	All ext. displayed "0 Messages"

	Reactivate 'übernehmen' in assoc. with 'Aufschalten'

	CSTA3: ForwardingToAnotherUCDGroup_3:

	ROBOT: Richtungskennziffer ändern ADM Fehler 8

	No saved chargedata after sw update to 06.438

	"Camp on" from S2 Line in a conference.

	SIP-SUB: Sip registration with authentication not working

	CSTA3: MN: UCDGroupToExtension_3: Missing DeliveredEvent

	No Payload after transfer before answering (2 nodes)

	Online logon fails

	No disconnect by Master - Slave connection of 2 S0 ports

	no call waiting on busy to Group wen Fowarding on

	MN: TS: Load: Deflect Call Request failed with INVALIDOBJECT

	Restart System with CSTA 2 setFeature-agentLoggedIn-Invoke

	RQ00019515: "Number unknown" is not shown from CO to Node2


(continua)
	IVMP4: no init of b-channels in l3_ini.c

	No payload after blind transfer and call pickup

	IVMV2: No Mailbox by forwarding.

	Missing CD_PORT_DISC in UCD-calls

	CSTA3: VS: double SingleStepTransfer lost service ack

	Outgoing call from analog user doesn’t work

	CSTA2: DivertDeflection_2: reset of the switch

	After update slow reactions

	CSTA3: ExtToHuntForwarding_3: Unexpected DivertedEvent

	CSTA3: MN: ExtensionToUCD_CSP: Unexpected ConnectionClearedE

	Further correction necessary for MR G78227

	No payload after accepting camp on from busy GSM phone

	CSTA2: AlternateCall_2: Missing HeldEvent for 101

	Error Message in Manager E "Passwörter unterschiedlich"

	CSTA3: MN: CallForward_NoAnswer_CSP : Missing DeliveredEvent

	Resets in Inhouse System

	Continuous Ring after blind transfer

	No dialing on S0 with STMD3 (Q2217-X).

	Sporadically call to voicemail is not released.

	Optipoint 500 Adv. no LED with App.+Key-Modul

	Callback sessions are blocked in H3K.

	Sporadically no voice on CMI-phones

	Corruption of dialled number, call via outlook

	DSS-keys cannot be programmed with *91

	Callback from callerlist not signalled at MULAP

	CCBS via Net over Hicom 300 without function.

	Delayed voice switch-through with external call

	Delayed voice switch-through with external call.

	Blocking MSI board TML2LP with radio relay equipment.

	No payload with callpickup in MULAP.

	No payload after CFW no reply.

	Sporadic call aborts at UP0- and CMI-phones

	No numeric keylabeling possible

	In case of ringing group wrong displ. information

	IP-Phones hears both ring back and busy tone

	HPPC Agile V6.5 - CSTA calledDeviceId cannot be

	Only 3 analog stations in conference possible

	Xtracer shows wrong timestamps

	Restart of HG 1500 card with B29-24 error solved.

	No ringback tone is given from H4k to H3k (IP)

	HiPath 3XXX SNMP-trap send always port 0 / slot 0

	HiPath 3k SNMP-trap sends wrong date and time

	No STMI2 startup after reset or sw transfer

	No payload after announcement

	Calling party not displayed to forwarded cmi-pho

	Silent reversal (ROI) does not work on the TM2LP

	CDR data with a call taking 23:59:59h

	Restart B12-18 "machine check interrupt 37"

	Spor. no payload if transfer after answer

	Bad EVM prompt/voice quality (code Hongkong)

	Incorrect CLIP after call transfer of ext call.


(continua)
	Automatic callback in System

	MN: TS: Auto-test: Deflect fail INVALID OBJECT STATE

	Optiset E Entry send wrong DTMF-tones to Voicemail.

	Call transfer with repdial key from OP500 fails

	HiPath 5000: No function of caller list.

	Wrong ring cadance (offline kds and CDB)

	Inhouse, Restart von cards durch zero_division

	Second call in a group extension doesn't stop

	optiPoint BLF no busy signalling with AP-Modul

	Continous call signalling after upgrade to HE600B.10.887

	Callpickup in 2C2S Chese "not posssible"

	Redial with account code not working

	No MoH at IP Phone if MoH source is IVM in VBZ 1.

	Problem with Display when dialing

	Feature "override" not possible on attendant.

	MN: TS: switch backup routing does not works

	After power down analog ports doesn't work

	Calls cannot be transferred to the boss' phone.

	No CLIP on analoge Ports for external calls.

	Second call from Attp not possible at once

	HA: Extension blockage after speed dial

	all ext. displayed "0 Nachrichten empfangen"

	No translation of Latvian language in English language menu

	EVM: Double Mailbox with same number.

	APS-Transfer impossible in HiPath 3800 systems.

	HP500: sporadic B-channel disruption by CHO

	KA584: Warning tone during voice recording after live rec.

	HP540:after change SO-Port 1 to 2, system stop for snapshot

	HiPath 5000: Config changes (KDS) are not stored.

	CSTA3: Remove Error Correction Flag

	HP500-no function if change ringtypes Doorbell ring for MT

	CSTA3: SWAN: Problem 35: Extension DivertDeflect To Outside

	disconnect ext. connection with CMI-MT after 3 minutes

	HP2K: Merge of changed files for G43616 to project branch

	COMPL HiPath 3800 V6.0 BRD > The conference losses fail.

	No PAYLOAD to ISDN after CallPickUp from answering machine

	wrong cast in com_ipnc.h

	Funct. sec_record_sram gives wrong dispayed traces

	Implementation of Path Replacement over IP

	TS: Reg: 2.1 Call Queued to the HPPC UCD

	Manager E:Wrong default values in IVM additional settings

	H3k-H4k H323: after recall no payload

	Ringing further after callforwarding busy

	Delete a Line causes error 18/4 18/10

	code missing by KDS_RTGNAME by long 10

	Analysis data to error B29:38

	RQ00020205 Enhancement of PABX numer to 10 digit length

	CSTA3: MN: LRD in Established NK

	HP2K: wrong signalling by NoFe in ext. connections

	FV_INT: Disconnect after reset Slot 13 in HiPath 3550

	ILAN is listed in BOF at position 38


(continua)
	TS2 is listed two times in the BOF (Assistant T)

	TMOM is listed at position 16 in HP37xx

	Delete 'TMAMF' from BOF (Assistant T) in HP37xx

	CSTA3: MN: PathReplacement extra CC

	IVM V3.0: Implementation for new IVMP4 in DH, ILW_TRANS

	SLMA2 does not work in mainline

	Add for LCR Default for SIP Provider

	Eventlog : Sensortext is now readable.

	SIPQ, H3k-H4k: after park no MOH

	FV_INT: EventLog is NOT completely being deleted

	SNMP: TimezoneOffset in minutes

	ROBOT: WBM HP2k ADM Error4 at config Trunks

	display information, when open numbering scheme enabled

	“call accepted” not possible in babyphone (room monitor)

	System: Not possible to setup a 'Info senden' group key

	Wrong behaviour when a stn. has already 5 'Info' messages

	'Briefkasten' LED does not turn off after deleting 'Info'

	charge info have a 0 to much in the dialnumber

	HP3800 fails with 115 Agent users

	SWAN: EW: deflect call to UCD Gruppe in other node

	No ADM initialisation during crating an AOC-MMC file

	UNM: stn. comes not out of from hold

	Two times to press #0 to delete Mailbox LED

	CSTA3: MN: wrong GID in established event.

	CSTA3: ExtensionToUCD_3: Missing DeliveredEvent

	H2K EVM: No DTMF from WL 2.

	CSTA3: MRG52534c_3: Unexp. ConnectionClearedEvents

	CSTA3: TransferRecall_Timeout_Busy_3: events + params

	XPR COMP V30: new IVMP4

	H3k-H3k-H3k: wrong display-information by ÜvM

	No intrude from first port

	CSTA3: MN: Call forwarding (immediate) ¿wrong diverted event

	Remove #ifndef for ManagerE production

	Too much calls in Att_P call queue.

	cp_ie_detect_error() ausklammern

	Flexe Lint errors for su_pool_clip()

	ELOG: C 23-02 -04 !NON/NW_DUALCONN/NW_HKZONE. Bchn is conn

	No communication between system / H1500 after power up.

	PayloadProblem:No paylod between SAPP & ELS (Cornet connect)

	RQ00020205 Enhancement of PABX numer to 10 digit length

	Early DMC Timer not available for country code : BRD

	No external dial possible

	PPP V.34 is blocked after the 5th connection

	wrong co-line by LCR and dial-control (blockdialing)

	IE_LCN Port change faulty

	Problem during reading empty CDR files (gez.txt) via TFTP solved

	New handle of task index in advice of charge (CP-AOC)

	SLAS16 Board not supported after 07.824

	H3k-H3k: transfer to incomplete Number, no recall

	IVMV2: No stop from Live recording by Optipoint Entry.

	PCS/H2K Thread-übergreifender Zugriff auf globale Daten


(continua)
	Flexelint warnings solved.
	

	TS: MN: Extensions were ringing after auto test is finished

	Correction of Flexlint-Indikationen

	Version HE620S.05.400 -SNAPSHOT_CALL

	Multi-SLC16N-TRC-Löschen wirkt nur auf erste SLC16N

	FlexeLint Error

	ReleaseBackwards does not work anymore.

	ManagerE crashes due to "Setup Station" in a HP2K-CDB

	Impovement of CSTA robustness (EGS)

	Callback from IP-stn H3K to H300 without payload.

	DH_EVM: Delete of Except- und Port-Steptable

	SIP-SUB: second alternate, no payload

	CSTA3: UCDGroupToExtension2_3: Missing DivertedEvents

	CSTA3: TransferRecall_Timeout_Busy_3: Unexpected DeliveredEv

	Compile error in nc_camp.c in EDGE

	HFA: conference and recall, no payload Phone is blocked

	CSTA3: MN: HeldRecall Established too much

	No selection of russian language from the Phone

	H323Q, H3k-H4k: attendant, CCBS isn't possible

	display shows not the redirection number

	CSTA3: MN: LRD in Established wrong

	H3k-H3k: CCBS to MULAP, no connect

	CSTA3: Traffic test with 150 agents on HP5K: wrong messages

	Corrections for Announcement.

	No payload with RNA over a busy ext. party

	Compile mistake corrected (H2000)

	Problem with ILW traces

	No CLIR/COLR with networking

	Changed CLIP defines in ILW due to H4K

	Early DMC is working if out of service

	H3k-H4k: CFNR no ringbacktone

	H3k-H3k: hunting group no speechpath.

	CSTA3: no Response for physicalServices on analog phone

	XTrace  increasing frequenz of send signal

	CSTA3: invalid error code - ressource busy

	CSTA3: MN: ExtensionToUCD_CSP: missing and wrong Events 

	H3k-H3k: Tranfer after connect, charging is wrong

	TS: MN: VE_4_02: SST creates new call

	H3k-H3k: Callback isn't possible 0 is to much

	FlexLint Warnings removed

	Call Management for calls from the H4K

	Compiler Warning

	Merge of module system.h in v5 for compilation reasons

	Stabilize V5.0 sources after IVM3

	on each reset of HiPath3800: flashing STMD3

	CSTA3: Problem with call of groups with S0 subscriber.

	tones in B-channel at inter-SLC16N-CHO

	TS: MN: CM_2_3_14: Call hangs in 4 party conference

	Stabilize V5.0 sources after IVM3

	CSTA3: HospiX Entry: ButtonPress Event for speaker key implemented

	SNMP : No trap setting for B21-28/29 possible.


(continua)
	Error in KEY-programming net-internal numbers

	Restart solved

	Update functionality in Presence of removing cards for PCS.

	System crashed with blind transfer

	Wrong spelling in default settings menu of countries

	CMI: Implementation of Gigaset 7000 Type M2 into Hipath 3000

	Increase the number's of "FlexeLint indications"

	FV_INT: no callback when called station is busy (2 nodes)

	OS level differences 3xxx <=> 2xxx/5xxx

	Flexe Lint in su_mulap.c

	PR: Merge Correction

	CSTA3: HeldRecall_Timeout_3: Parameter calledDevice of Faile

	TS: MN: XPC caller is not disconnected. Deflect INVALIDOBJEC

	RQ00018846 configurable call number in hunting groups

	FV_INT: no Payload at calls to SCN and transfer

	No PR - Main Line only for test purpose

	Attempt to connect was rejected

	TR: no tone by call during rezeizure block time

	Error with UNM: IP-Phone blocked.

	MN: TS: Load: SystemStatus: Message Lost

	change default: status message off

	XPR COMP V30: new P4 board in data base

	no function of central intercept position with pcs restart

	HiPath 5000: Restart solved.

	No alternate route in case of broken IP Trunk

	MN: TS: Auto-test: VE.2_1/2:Missing call & 21 sec. CC delay

	XPR COMP V30: new P4 board in data base

	CorNet-NQ RR with MULAP wrong

	SAPP Startup Redesign

	XPR COMP V30 stack dump corruption with DL to IVM

	all HFA phones blocked for app. 60 seconds after camp on.

	Conference: one party without payload.

	Attempt to connect was rejected

	No access to HIP Interface in SAPP

	MoH is not being played to HFA-phones.

	No next Route on LCR in case of Call Forwarding

	SAPP: LIM is active when HG1500 is present

	Camp on, Party gets a special dial tone

	No startup is TLA4 and GEE Modul plugged

	Continiously reset of STMI2 after speed upgrade

	Problems with SLCN.

	No MOH for IP Phones and trunks.

	Ringtonetime for warning signal for call pickup groups wrong

	SAPP: eventlog entry B26-00 "unknown card type"for all cards

	CSTA2: AlternateCall_2: Missing HeldEvent for 101

	HiPath 3550 after update slow reactions

	IVMP4: no init of b-channels in l3_ini.c

	Online logon fails


Informazioni importanti
AP 1120

Con la versione software di sistema HE600B.09 xxx o superiore e con la versione di HG1500 HI-G15.T4.003 / HI-G15.64.003 utilizzando AP1120, la configurazione dei parametri H.323 Type1 di AP1120 deve essere impostata su PUU.

AP1120 non funziona se Type 1 non viene modificato.

[image: image1.wmf]
HG1500 V6.0 / STMI2 V6.0

Insieme alla versione software V6.0 di HiPath 3000/5000, sono state rilasciate anche le versioni HG1500 V6.0 e STMI2 V6.0.

Il software Gateway funziona in due modi: sia come V5.0 inserito in un sistema HiPath 3000 V5.0, sia come V6.0 inserito in un sistema HiPath 3000 V6.0. I servizi sono disponibili secondo la versione software di HiPath 3000 utilizzata.

A partire da HiPath 3000 V5.0 SMR-9 o successivi, HG1500 V6.0 / STMI2 V6.0 sono supportati. Se utilizzati, è obbligatorio aggiornare tutti i moduli HG1500/STMI2 allo stesso livello di SMR (V6.0). 

Se viene inserito nuovo hardware in un sistema HiPath 3000 V5.0, occorre considerare le seguenti regole basate sui livelli di rilascio di hardware:
Codici dei Gateway:
HG1500 V3.0 Hardware


HXGM3

S30810-Q2942-X-8

HXGS3

S30810-Q2943-X-8
Contenuti:


HG1500 V3.0 SW 

P30152-P1187-P1-xx

HG1500 V6.0 SW

P30152-P1205-P7-xx

STMI2 Hardware

S30810-Q2316-X100-3
Contenuti:

HG1500 V6.0 SW 

P30152-P1205-P9-xx

Service Maintenance Release (SMR)

A partire dalla versione SMR-9, solo la versione HXG V6.0 sarà disponibile per il mercato: da qui in poi solo questo software dovrà essere scaricato dal sito.
HiPath ComScendo Service

HiPath 5000 è diviso in un componente FP (sistema) e LDH (HG1500).
Entrambi fanno parte di un pacchetto di consegna SMR e non possono essere modificati o selezionati. Perciò HiPath 5000 regola il livello software (sistema e HG1500) di una rete IP di HiPath 3000, in quanto TUTTI i nodi devono avere lo stesso livello software.
Con il rilascio della versione software SMR-9, anche il ComScendo Service dovrà essere creato in base a HG1500 V6.0.

Dipendenza dalla gestione di risorse
Per garantire l’assegnazione di risorse per musica su attesa (MoH) e conferenza, è importante assicurarsi che la versione di HG1500 e HiPath Comscendo Service siano funzionali / compatibili.
In una rete IP di sistemi HiPath 3000 non si devono assegnare versioni incompatibili di HG1500 a HiPath ComScendo Service. Queste versioni di HG1500 devono essere rimosse o aggiornate.

Accenni di configurazione
Accenni per la configurazione di reti senza HiPath 5000 RSM
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Possono essere inseriti nella suddetta tabella solo i sistemi che sono compatibili con la propria versione HXG. 
Come per HI-G15.x3.014, solo sistemi con HXGs >= HI-G15.x3.014.
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Accenni di configurazione per reti con HiPath 5000 RSM

Possono essere inseriti nella tabella solo quei sistemi che sono compatibili al LDH di HiPath ComScendo Service.

Come di HA600B.xx.xxx  solo sistemi con versioni HGs >= HI-G15.x3.014.

I sistemi con vecchie versioni software devono essere disattivati o aggiornati.
Numeri di versione
I cambi d’interfaccia relativi seguono le seguenti edizioni (o più recenti) di HXG:

HI-G15.64.001 = HiPath 33xx, 35xx, 37xx
HI-G15.T4.001 = HiPath 3800

Versione di HiPath ComScendo Service: HE600A.09.872 o successiva
Moduli periferici
A partire dalla versione software SMR09, il sistema HiPath3800 V5.0 supporta solo quei moduli periferici che sono destinati a funzionare con HiPath3000. I seguenti moduli possono essere utilizzati solo con il sistema HiPath 3800:

	Modulo
	Descrizione
	Codice

	SLMA
	a/b, 24 canali, CLIP analogico
	S30810-Q2191-C300

	SLMA8
	a/b, 8 canali
	S30810-Q2191-C100

	SLCN
	CMI, 16 canali
	S30810-Q2193-X300

	SLMO2
	UPoe, 16 canali
	S30810-Q2168-X10

	SLMO8
	UPoe, 8 canali
	S30810-Q2168-X100

	STMD3
	So, 8 canali
	S30810-Q2217-X10

	STMI2
	HG1500, 32 canali
	S30810-Q2316-X100


Altri modelli di questi moduli di HiPath 4000 non sono supportati.

Se i moduli non vanno in servizio dopo un aggiornamento del software alla versione SMR-9 o successive, occorre verificare che i codici di questi moduli siano conformi alla tabella sopra riportata.

BS4
La stazione base BS4 funziona con sistemi HiPath 3000 dalla versione V5.0 con i moduli SLC16N e SLCN ed in connessione diretta (DECT-Light).
Non funziona con il modulo SLC16.

Musica su attesa (MoH)

Problema:

Mancanza di musica su attesa (da sorgente esterna collegata a porta d’utente analogica) verso gli interlocutori in attesa.

Il problema si verifica nelle seguenti situazioni:

- dopo aver ricollegato la sorgente esterna di musica
- dopo un restart del sistema HiPath 3000

Causa:
La porta analogica del sistema HiPath 3000 (configurata come musica esterna MoH) necessita di un loop di corrente per funzionare.
La maggior parte di generatori esterni per MoH nanno una resistenza di loop incorporata, ma altri ne sono sprovvisti.

Soluzione:

Una resistenza esterna e due condensatori devono essere aggiunti nel collegamento al generatore esterno per MoH:
	Porta SLA

	
[image: image2]
	Al generatore MoH


R1
= 1 kOhm / 2 Watt

C1
= 0,47 µF

C2
= 0,47 µF

Sistema HiPath 3000/5000

Bussata immediata da Attendant se il telefono IP è occupato.

In caso di trasferta senza consenso, i telefoni IP ricevono sempre il tono di chiamata.

HG 1500

Cancellare Eventlog e Trace prima di ogni aggiornamento del software, in modo da garantire sufficiente memoria flash.

Telefoni IP: eccezione / servizi inconsueti:

Per aggiornare HiPath 3000/5000 V5.0, tutti i telefoni OptiPoint devono essere aggiornati almeno alle versioni menzionate.

HiPath 3800: eccezioni / servizi inconsueti (permanenti):

STMI2

Il rapporto di trasmissione di default per HyperTerminal è di 38400 Baud.
Informazioni per HiPath 3800

I parametri dell’alimentatore LUNA2 non possono essere letti (Ampère e Volt)

Il cavo per il modulo DIUN2 ha i codici dei colori invertiti come il modulo TMS2.

Il telefono portatile Gigaset S1 necessita di un ciclo di suoneria di 7 sec. invece di 5 sec.

Informazione per ComScendo

Non sono possibili chiamate se il Deployment Service (DLS) sta funzionando sullo stesso PC come HiPath 5000 CS.

Limitazioni
PC-tool Manager E necessario per l’aggiornamento

Per l’aggiornamento della versione software di sistema, deve essere utilizzato il PC-tool HiPath 3000 Manager E di versione HA620B.50.069 o successiva.
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