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Siemens S.p.A. - ICN EN NS20
	Service Information
	HiPath 3000


Num. progr.:
084


Release:
HW
(
SW (

In generale (
Sistema:
HiPath 3000
Tipo:
HiPath 3700/3550/3500/3350/3300/3250
Versione:
V3.0, V4.0, V5.0
Oggetto: rilascio dei PC-tools HiPath 3000 Manager E/C Rel. 6.0 (50.074)
Codici:
	Software
	Nome File
	Capacità (Bytes)
	Codice
	Id. APS

	HiPath 3000 Manager E
	aei50074.exe
	49.920.813
	
	HA620B.50.074

	HiPath 3000 Manager C
	aci50074.exe
	42.273.091
	
	HA620B.50.074


Installazione di HiPath 3000  Manager E/C:

Per una corretta installazione dei PC-tool HiPath 3000 Manager E/C, occorre disinstallare quelli di edizione precedente e cancellare tutti i file "ass_150e.ini" presenti nel PC (sia in caratteri maiuscoli che minuscoli). Per le procedure d'installazione e disinstallazione vedere la Service Information HiPath 3000, N° 039.
Sistemi operativi:

I PC-tool HiPath 3000 Manager E/C sono rilasciati per funzionare con i seguenti sistemi operativi:

	
	
	Versione

	Microsoft
	Windows NT
	V4.0 SP 6

	Microsoft
	Windows 2000
	Tutte

	Microsoft
	Windows XP
	Tutte

	Microsoft
	Windows 2003
	Tutte


Informazione importante:
La documentazione elettronica di Manager E, composta da manuale di servizio, guida in linea, descrizione dei servizi ed il file “master.chm”, verrà fornita separatamente. Pertanto, nel setup di HiPath 3000 Manager E i file di estensione “.chm” non sono più inseriti.

Il setup del PC-tool Manager E non sovrascrive i file di estensione “*.chm” presenti nelle directory di aiuto di un’installazione di Manager E.

Nel sito Partner, insieme al file compresso dei PC-tool Manager E è presente il file compresso "E-Docu.zip", che contiene i seguenti file:

· asse_ita.chm
  guida in linea del PC-tool Manager E

· eshb_ita.chm
  manuale di servizio per HiPath 3000/5000

· lm_ita.chm
  descrizione dei servizi

· master_ita.chm
  file d’avvio della documentazione elettronica
(“ita” rappresenta l’abbreviazione della lingua italiana)

Per ottenere la nuova documentazione elettronica, occorre scompattare in una directory provvisoria il file “E-Docu.zip” e copiare i file nelle directory di guida in linea nell’installazione di Manager E in hard disk: \Programmi\Siemens\HiPath 3000 Manager E\Help\ita

Servizi implementati

	 New Polish Displat Texts 8-Bit

	Calling Name delivery via ISDN UUS

	Optic Fibre Support on DIUN2  HIPath 3800

	CLIP on analogue externsions (DAN, FKR)

	Enhancement of PABX number to 10 digit length

	Simplification GUI of Manager E for IP phone set


Problemi risolti:

	Change name of SDS not stored   

	Unable to use assignment per line with automat   

	Manager E V6.0 - Corruption of COS assignment

	can't call out VOIP after V4->V5 upgrade of 

	Manager E (HA620B.50.040) can’t change IVM mai   

	Manager E abort the KDS download  

	Unable to add  cards to card layout of offline  

	Manager E does not create a log directory when   

	False pop up window appears   

	MOH provided from IVM is too loud

	No dialogue window "Apply the changes?"

	Managers config ComScendo Security Licence with License


(continua)

	Incorrect saving of IVM data from Manager C

	Faulty call signalling after conversion of KDSfromV5toV6

	not possible to transfer offline generated CDB   

	System applies daylight saving for ZAF

	HiPath 5000 RSM V6.0 - Transmission fails with Loss of licenses every morning

	New Mac-ID in STMI2 board

	Members of DB-Tile "kds_client" must be secured

	Wrong default sort of subscriber table

	Implementation of the Translations

	Implementation of the Swedish Translations

	Manager E allows in HP 5000

	H323 ID only edit when security is on

	Network->IP Ports: H225_RAS is UDP, SIP is TCP and UDP

	Manager E:Wrong date display in the IVM statistics table

	SA:'Redundancy Dest.' can not be assigned to multiple stations

	Manager C :Missing more Wizard-Info under tools HP500-3000

	GATEWAY-Flag per Route implementation

	SNMP Traps for Port Active/Deactive Monitoring

	ManagerE don't add the default B-Channel to security License

	FV_INT: error in key programming

	Manager E:Cannot delete entry in shift layer

	SLMA-Reset after change in pulse parameter

	Stationview: wrong sorting

	Manager E: No SMG flag

	FV_INT: no OK button

	HP5k: 'Hardware' button is no longer disabled

	FV_INT: No consistency checking

	CMI: basestation flags may not be edited with service pw

	Change "Default" to " Default Redundancy Destination"

	MULAP: No conference key

	MIGV60: Privacy Release Mulap block

	MIGV60: AutoCos block

	MIGV60: VBZ Groups in MgrE block

	HP2k: Administration Enhancement for T1

	Restore IVM data with backup.tar, which contains errors

	Service Codes for DATA-IO

	MIGV60: Whisper block

	Default startup of T1 card in digital mode

	'Spectralink' is listed under station type in a german KDS

	crash with click on 'Help' button in assoc. with APS Transfer

	PABX Number is gone/not visible

	Manager E: Problem when changing 2.Typspalte

	Rename flag: Extended Key Funktionality

	IP Addresses with 0

	Manager E: Number of S0 Stn

	Name-Resolution do not work

	No delta mode transfer after changes in Speed dialing

	Manager crashed by entries in Speed dialling system


(continua)

	LCR Wahlplan sorts only by name

	Headline of Dialplan has been destroyed

	CLIP analog set up for Holland

	ManagerE crashes due to "Setup Station" in a HP2K-CDB

	IVMV2: Live call recording is not ok.

	Early DMC: Description contains3 #

	LCR route table: apply button not working, LCR config lost

	Manager E crashes when delete last or all nodes in Allserve

	Manager E is not responding when delete entire field in LCR

	The Flag for path optimization is missing

	Converting from V50 to V60 creates wrong data

	H2k: Obsolete SNMP configuration dialogs

	SA: wrong info element in status bar (5 MRs)

	RQ00019039 Optic Fibre Support on DIUN2 - HiPath3800

	Ctrl key faulty in Automatic Night Service

	PABX number is not set automatically at routes

	RQ00015043: Change default in the Manager

	Manager E: deletion of announcement: stationtyp is changed

	Network wide call with converted KDS not possible


Informazione importante
Le modifiche più consistenti sono state apportate in confronto con la versione HA620B.50.043. Ora molti elementi di programmazione per i telefoni IP sono stati posizionati altrove:

1. [image: image1.wmf]I telefoni (client) IP clients saranno ora amministrati nei nuovi menu “Gatekeeper” e “Gateway” in “Configura telefono”:
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Le line IP saranno ora amministrate nel nuovo menu “IP Trunks” in “Linee / coll. in rete”:
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I parametri IP per musica su attesa (MoH) saranno ora amministrati nel menu “Annuncio” di “Connessioni”:
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