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Siemens Enterprise Communications S.p.A.

SEC M&LC1 TS - Technical Support
	Service Information
	HiPath 3000


Num. progr.:
088


Release:
HW
(
SW (

In generale (
Sistema:
HiPath 3000
Tipo:
HiPath 3700/3550/3500/3350/3300/3250
Versione:
V3.0, V4.0, V5.0, V6.0
Oggetto: rilascio dei PC-tools HiPath 3000 Manager E/C Rel. 6.0 (50.159)
Codici:
	Software
	Nome File
	Capacità (Bytes)
	Codice
	Id. APS

	HiPath 3000 Manager E
	aei50159.exe
	50.120.346
	
	HA620B.50.159

	HiPath 3000 Manager C
	aci50159.exe
	42.382.547
	
	HA620B.50.159


Installazione di HiPath 3000  Manager E/C:

Per una corretta installazione dei PC-tool HiPath 3000 Manager E/C, occorre disinstallare quelli di edizione precedente e cancellare tutti i file "ass_150e.ini" presenti nel PC (sia in caratteri maiuscoli che minuscoli). Per le procedure d'installazione e disinstallazione vedere la Service Information HiPath 3000, N° 039.
Sistemi operativi:

I PC-tool HiPath 3000 Manager E/C sono rilasciati per funzionare con i seguenti sistemi operativi:

	
	
	Versione

	Microsoft
	Windows NT
	V4.0 SP 6

	Microsoft
	Windows 2000
	Tutte

	Microsoft
	Windows XP
	Tutte

	Microsoft
	Windows 2003
	Tutte


Informazione importante:
La documentazione elettronica di Manager E, composta da manuale di servizio, guida in linea, descrizione dei servizi ed il file “master.chm”, verrà fornita separatamente. Pertanto, nel setup di HiPath 3000 Manager E i file di estensione “.chm” non sono più inseriti.

Il setup del PC-tool Manager E non sovrascrive i file di estensione “*.chm” presenti nelle directory di aiuto di un’installazione di Manager E.

Nel sito Partner, insieme al file compresso dei PC-tool Manager E è presente il file compresso "E-Docu.zip", che contiene i seguenti file:

· asse_ita.chm
  guida in linea del PC-tool Manager E

· eshb_ita.chm
  manuale di servizio per HiPath 3000/5000

· lm_ita.chm
  descrizione dei servizi

· master_ita.chm
  file d’avvio della documentazione elettronica
(“ita” rappresenta l’abbreviazione della lingua italiana)

Per ottenere la nuova documentazione elettronica, occorre scompattare in una directory provvisoria il file “E-Docu.zip” e copiare i file nelle directory di guida in linea nell’installazione di Manager E in hard disk: \Programmi\Siemens\HiPath 3000 Manager E\Help\ita

Servizi implementati

	Manager-E Multisession fähigkeit für WTS Scenarien

The Manager-E is enhanced concerning a multi session ability for WTS scenarios. For users it is now possible to setup several parallel sessions to customer systems. If, e.g. a APS transfer is working the user can start with another system in between.

	CLIP on analog extensions

For analog extensions on the motherboards new CLIP protocol variants are provided. HiPath500, 33x0, 35x0 are enhanced by protocols for FKR, NDL and DAN. 

Note: HiPath3800 will be enhanced by protocols for FKR, NDL, DAN. These protocols will be released with a later SMR.

	Configurable display of call number in hunt groups

In a previous SMR the display information within groups was enhanced in a way that the calling party number is displayed together with the called party name. With this change request the behaviour is now administrable for privacy reasons. Per default, both numbers/names are displayed. The feature can be configured by Manager-E under SystemParameter/Systemweite Flags::calling number in pickup.

	LWL support of DIUN2 for HiPath 3800

The DIUN2 board of HiPath3800 can be connected to the NT via copper or fiber connection. Up to this release the fiber-connector cannot be activated by Manager-E. Now the change from copper to fiber is possible by applying a new DIUN2 template “DIUN2 mod.” to the card in “card-config” of the Manager-E. The default stays at copper-setting.


	IP-trunking HiPath3000-4000

Each call from a HiPath 4k via IP Trunk should be signaled as an external call. That mean, the call will follow the rules of Call Management for external calls, different in day and night mode, and the audible ringer is signaled as for external calls.
A new Trunk group flag is established. A new Flag in the ‘special’ group configuration is created to decide between the existing and new functionality.


Problemi risolti:

	Manager is closed with an error message

	IP phones could not request licenses. Error me

	"Apply flags to .." does not copy the op-mode

	Manager automat. amplif. the WAV file to -12db

	More than 224 lines with name not possible

	remove "SSL activated?" dialog on WBM link for HiPath 2000

	Multisession: IVM XML files are not saved in session folder

	Multisession: IVM XML files are not saved in session folder

	HiPath 3800: New SLMA/TMDID not recognized by Manager

	keyprogramming of SIP-Phones not possible

	Merge RMM-Parts in the Manager

	HP3800: Manager E151 no correct transfer of a conv.V5 CDB in V6

	Translation error in Manager E (Maintenance)

	New error code in Interface Manager-HitAccess

	No dialogue window "Apply the changes?"

	Entrys in callerlist were not deleted.

	No shift of "voice recording" to other stations

	No assignment of COS in LCR by Manager C

	Not possible to changeTM2LP line parameters

	Wrong amount of "ComScendo Security" licenses

	FA: Changing name in internal phone directory

	IVM Backup/Restore fails

	STLS4 error "card cannot be configured"

	No jump to the expected help theme

	Online Help linking do not work

	Predefined MOH-Codecs not removed/IPNCV_SIGNALING_ERROR

	Logical trunk port 35 is gone after deleting of HG1500

	SA: Manager jumps to wrong key on op500 advance

	Problem in Daylight Saving Time Dates

	Wrong binary data stored after DMA

	HP2K: SNTP-Settings in Manager E and WBM should be merged

	Group members are not deleted when group is deleted

	V1.1: 'lock card' does not work for analog Ports

	"deactivate flag on transfer" not grey in .net-CDB

	Manager E crashes when editing PCS LCR with wizard

	Manager E: Trunking Mode H.323Q und H.323 Annex M1

	Wrong default data in Door opener tones/ring types

	Problem in "LTG-Special" page

	SNMP: snmp data: no trap setting for B21-28/29 possible

	Change default: status message off

	Make multisession via DCOM depending from INI flag

	Manager E:Error message under Lines_networking_specials

	Multisession ManagerE: add more parallel sessions

	No close of Dialing rules table in LCR

	IVM menu:default state error

	Change name of SDS not stored   

	Unable to use assignment per line with automat   

	Manager E V6.0 - Corruption of COS assignment

	can't call out VOIP after V4->V5 upgrade of 


(continua)
	Manager E (HA620B.50.040) can’t change IVM mai   

	Manager E abort the KDS download  

	Unable to add  cards to card layout of offline  

	Manager E does not create a log directory when   

	False pop up window appears   

	MOH provided from IVM is too loud

	No dialogue window "Apply the changes?"

	Managers config ComScendo Security Licence with License

	Incorrect saving of IVM data from Manager C

	Faulty call signalling after conversion of KDSfromV5toV6

	not possible to transfer offline generated CDB   

	System applies daylight saving for ZAF

	New Mac-ID in STMI2 board

	Members of DB-Tile "kds_client" must be secured

	Wrong default sort of subscriber table

	Implementation of the Translations

	Implementation of the Swedish Translations

	Manager E allows in HP 5000

	H323 ID only edit when security is on

	Network->IP Ports: H225_RAS is UDP, SIP is TCP and UDP

	Manager E:Wrong date display in the IVM statistics table

	SA:'Redundancy Dest.' can not be assigned to multiple stations

	Manager C :Missing more Wizard-Info under tools HP500-3000

	GATEWAY-Flag per Route implementation

	SNMP Traps for Port Active/Deactive Monitoring

	ManagerE don't add the default B-Channel to security License

	FV_INT: error in key programming

	Manager E:Cannot delete entry in shift layer

	SLMA-Reset after change in pulse parameter

	Stationview: wrong sorting

	Manager E: No SMG flag

	FV_INT: no OK button

	HP5k: 'Hardware' button is no longer disabled

	FV_INT: No consistency checking

	CMI: basestation flags may not be edited with service pw

	Change "Default" to " Default Redundancy Destination"

	MULAP: No conference key

	MIGV60: Privacy Release Mulap block

	MIGV60: AutoCos block

	MIGV60: VBZ Groups in MgrE block

	HP2k: Administration Enhancement for T1

	Restore IVM data with backup.tar, which contains errors

	Service Codes for DATA-IO

	MIGV60: Whisper block

	Default startup of T1 card in digital mode

	'Spectralink' is listed under station type in a german KDS

	crash with click on 'Help' button in assoc. with APS Transfer

	PABX Number is gone/not visible

	Manager E: Problem when changing 2.Typspalte

	Rename flag: Extended Key Funktionality

	IP Addresses with 0

	Manager E: Number of S0 Stn


(continua)
	Name-Resolution do not work

	No delta mode transfer after changes in Speed dialing

	Manager crashed by entries in Speed dialling system

	LCR dial plan sorts only by name

	Headline of Dialplan has been destroyed

	CLIP analog set up for Holland

	ManagerE crashes due to "Setup Station" in a HP2K-CDB

	IVMV2: Live call recording is not ok.

	Early DMC: Description contains3 #

	LCR route table: apply button not working, LCR config lost

	Manager E crashes when delete last or all nodes in Allserve

	Manager E is not responding when delete entire field in LCR

	The Flag for path optimization is missing

	Converting from V50 to V60 creates wrong data

	H2k: Obsolete SNMP configuration dialogs

	SA: wrong info element in status bar (5 MRs)

	RQ00019039 Optic Fibre Support on DIUN2 - HiPath3800

	Ctrl key faulty in Automatic Night Service

	PABX number is not set automatically at routes

	RQ00015043: Change default in the Manager

	Manager E: deletion of announcement: stationtyp is changed

	Network wide call with converted KDS not possible


Da:
N. Dominijanni / M. Carnelli / M. Uggeri
( 15.11.06
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